


SPECIFICATIONS
3-Pack Self-Watering System

Self-Watering
Base Quantity

Self-Watering
Base Capacity

w

1.93-gal (7.3 L) max

Self-watering
Base Diameter

Self-watering

15.6in (396 mm) | poc Height

3.44in (87.5 mm)

Shut-off Valve Box
Pressure Water Level

13.21 gal

Folding Bucket (50'L) Max

6.56 ft (2 m) max

3 x Self-Watering Fabric Pot Bases, 3 x 5-Gallon Grow Bags,

Main Product Folding Bucket

4-Pack Self-Watering System

Self-watering
Base Quantity

Self-Watering

Base Capacity 1.93-gal (7.3 L) max

Self-watering
Base Diameter

Self-watering

15.6in (396 mm) Base Height

3.44in (87.5 mm)

Shut-off Valve Box

13.21 gal
Pressure Water Level

Folding Bucket (50'L) Max

6.56 ft (2 m) max

4 x Self-Watering Fabric Pot Bases, 5 x 5-Gallon Grow Bags,

Main Product Folding Bucket

INSTRUCTIONS FOR USE

1. Choking Hazard
Contains small or breakable parts, not recommended for children under 5 years old.
Keep children and pets away from the product to prevent potential accidents.

2.Tubing Setup

Ensure all silicone tubes are laid flat on the ground and free from kinks or sharp bends to
maintain smooth water flow.

Before use, check that all components are properly assembled to prevent leaks.

After turning on the water, double-check all connections to confirm there is no leakage.

3. Maintenance

Periodically clean the silicone tubes and fabric pot bases to prevent blockages and ensure
optimal self-watering performance.

Inspect tubing and connectors regularly. If any leaks or damage are found, repair or
replace the parts promptly to avoid water loss.

PACKAGE CONTENTS

Part 3-Pack Self 4-Pack Self
Watering System Watering System
@ Folding Bucket 1 1
7 Self-Watering Fabric
\y) Pot Base 3 4
@ Self-Watering Fabric 3 4
Pot Cap
L;Qg T-Connector 3 4
@ Silicone Tube 1(4m) 1(4m)
ﬁ 5-Gallon Grow Bag 3 5
@ T-shaped Through-hole 3 4
Silicone Plug
m Interlocking Support 3 4
Brackets A
m Interlocking Support 3 4
Brackets B
4 Shut-off Valve Box 1 1
Water-absorbing
Cug) | Water Rl 6(0.5m) 8(0.5m)
Upright Column 5 5
Upright Column Base 5 5
E} Shut-off Valve 1 1
© Sealing Ring 2 2

Locking Plug

1. Open the Shut-off Valve Box (@), remove the cotton pad, and close the lid.

2. Insert the T-shaped Through-hole Silicone Plug ®into the water inlet hole of the
Self-Watering Fabric Pot Base.

3. Cut the Silicone Tubes® to the required length. Connect the middle Self-Watering

Fabric Pot Base with 1.64 ft (0.5 m) Silicone Tubes. For the last Self-Watering Fabric Pot Base,
connect a 1.64 ft (0.5 m) tube and a 0.33 ft (0.1 m) tube to the front and back ends of a
T-connector (5), then attach a Locking Plug (8 to the end of the 0.33 ft (0.1m) tube.

4. Attach the 5 Upright Columns @ to the Folding Bucket and secure them in place.Install
the sealing ring between the Shut-off Valve and the bucket, and then Install the Shut-off
valve@into the bottom hole of the bucket.

|
|

5. Connect the Silicone Tube to the Shut-off Valve. Select the
appropriate hole based on the size of the grow bag and thread
two 1.64 ft (0.5 m) Water-absorbing Cotton Ropes (@ through
the water holes in the Self-Watering Fabric Pot Lid.

6. Cross-assemble the Interlocking Support Brackets A @
and B (® as shown in the diagram.
Attach the assembled brackets to the Fabric Pot Lid.

7. Place the Self-Watering Fabric Pot Lid onto the Fabric Pot Base.

Tips:

1. As the first step before use, remove the cotton pad from the Shut-off Valve box to ensure
proper function.

2. The system operates without power, water pressure, or timers. Ensure all components are
flat on the ground and the folding bucket stays filled with water for continuous supply.

3. After turning on the water, double-check all connections to make sure there are no leaks.
4. Itis recommended to clean the pot every two weeks to prevent residue buildup and to keep
the roots and wicks from tangling.

DE

1. Offnen Sie die Absperrventilbox (9, entfernen Sie das Baumwollpad und schlieBen Sie
den Deckel.

2. Setzen Sie den T-férmigen Durchgangssilikonstopfen ®in die Wassereinlassoffnung der
selbstbewdssernden Stofftopfbasis ein.

3. Schneiden Sie die Silikonschlduche ®auf die erforderliche Lange zu. Verbinden Sie die
mittlere selbstbewdssernde Stofftopfbasis mit 0,5 m langen Silikonschlduchen. Fir die
letzte selbstbewdssernde Stofftopfbasis verbinden Sie ein 0,5 m langes Rohr und ein 0,17 m
langes Rohr mit den vorderen und hinteren Enden eines T-Verbinders G und befestigen Sie
dann einen Verschlussstopfen @ am Ende des 0,1 m langen Rohrs.

4. Befestigen Sie die 5 senkrechten Saulen@am Klappbehalter und sichern Sie sie an ihrem
Platz. Installieren Sie den Dichtungsring zwischen dem Absperrventil und dem Behdlter,
und setzen Sie dann das Absperrventil @@in das untere Loch des Behdlters ein.

5. Verbinden Sie den Silikonschlauch mit dem Absperrventil. Wahlen Sie das geeignete
Loch basierend auf der GroBe des Pflanzbeutels und flihren Sie zwei 0,5 m lange Wasser
absorbierende Baumwollseile @ durch die Wasserlécher im Deckel des selbstbewdassern-
den Stofftopfs.

6. Montieren Sie die Verriegelungsstitzhalterungen A @und B ® liber Kreuz geméaB der
Abbildung und befestigen Sie sie dann am Deckel des Stofftopfs.

7. Setzen Sie den Deckel des selbstbewdassernden Stofftopfs auf die Basis des Stofftopfs.
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